
Appendix B—Specifications for HG600/THG600 Series

X and Y Dimension–Inches (mm)

Piston Size

2.75" 3.25" 4" 5" 6" 8"

Plain style

Bottom minimum clearance (Y) 0.010 (0.25) 0.010 (0.25) 0.010 (0.25) 0.010 (0.25) 0.010 (0.25) 0.010 (0.25)

Bottom maximum clearance (Y) 0.020 (0.51) 0.020 (0.51) 0.020 (0.51) 0.020 (0.51) 0.020 (0.51) 0.020 (0.51)

Top minimum clearance (X) 0.040 (1.02) 0.083 (2.11) 0.083 (2.11) 0.083 (2.11) 0.083 (2.11) 0.088 (2.24)

Top maximum clearance (X) 0.065 (1.65) 0.093 (2.36) 0.093 (2.36) 0.093 (2.36) 0.093 (2.36) 0.098 (2.49)

T-Style

Bottom minimum clearance (Y) 0.005 (0.13) 0.005 (0.13) 0.005 (0.13) 0.005 (0.13) 0.005 (0.13) 0.005 (0.13)

Bottom maximum clearance (Y) 0.015 (0.38) 0.015 (0.38) 0.015 (0.38) 0.015 (0.38) 0.015 (0.38) 0.015 (0.38)

Top minimum clearance (X) 0.030 (0.76) 0.073 (1.85) 0.073 (1.85) 0.073 (1.85) 0.073 (1.85) 0.078 (1.98)

Top maximum clearance (X) 0.055 (1.46) 0.083 (2.11) 0.083 (2.11) 0.083 (2.11) 0.083 (2.11) 0.088 (2.24)

Bottom of piston
Top of packing
box cartridge

(Y)
Adapter Cylinder

Top of piston cap

(X)

Bottom of headCylinderAdapter

Piston body

Shim washer

Piston Clearance—Top Dead Center (3.25" cylinder shown)

Piston Clearance—Bottom Dead Center (3.25" cylinder shown)
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C. Outline Dimensions

Appendix C—Outline Dimensions
HG601 Series—Plain Style Single Cylinder

Cylinder Size A 
Nozzle CL

B 
Flange Height

C 
(Standard head)

C1 
(Adjustable head)

D 
Flange Size

2.75" 23.41 (594.6) 4.38 (111.1) — 33.94 (862.1) a

3.25" 22.50 (571.5) 5.00 (127.0) 29.31 (744.4) 32.13 (816.1) 2" slip on

4" 23.56 (598.4) 5.83 (148.1) 31.77 (806.9) 34.56 (877.8) 2" slip on

5" 23.38 (593.9) 6.07 (154.2) 31.21 (792.7) 34.01 (863.9) 2" slip on

6" 22.94 (582.7) 5.94 (150.9) 30.25 (768.4) 33.06 (839.7) 2" slip on

8" 23.63 (600.2) 7.25 (184.2) 32.13 (816.1) 34.69 (881.1) 3" slip on

a	1.5" Class 1500 RF flange not supplied.
NOTE:	 1. Standard flywheel (not shown) 5-5V 21.2
	 2. Jacking screw provided for cylinder support (8" and 6" cylinders only).
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Cylinder Size A 
Nozzle CL

B 
Flange Height

C 
(Standard head)

C1 
(Adjustable head)

D 
Flange Size

2.75" 23.41 (594.6) 4.38 (111.1) — 33.94 (862.1) a

3.25" 22.50 (571.5) 5.00 (127.0) 29.31 (744.4) 32.13 (816.1) 2" slip on

4" 23.56 (598.4) 5.83 (148.1) 31.77 (806.9) 34.56 (877.8) 2" slip on

5" 23.38 (593.9) 6.07 (154.2) 31.21 (792.7) 34.01 (863.9) 2" slip on

6" 22.94 (582.7) 5.94 (150.9) 30.25 (768.4) 33.06 (839.7) 2" slip on

8" 23.63 (600.2) 7.25 (184.2) 32.13 (816.1) 34.69 (881.1) 3" slip on

a	1.5" Class 1500 RF flange not supplied.
NOTE:	 1. Standard flywheel (not shown) 5-5V 21.2
	 2. Jacking screw provided for cylinder support (8" and 6" cylinders only).

Inches (millimeters)

Appendix C—Outline Dimensions
HG601 Series—Plain Style Double Cylinder
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Appendix C—Outline Dimensions
THG601 Series—T-Style Single Cylinder

Cylinder Size A 
Nozzle CL

B 
Flange Height

C 
(Standard head)

C1 
(Adjustable head)

D 
Flange Size

2.75" 31.22 (793.0) 4.38 (111.3) — 41.75 (1,060.5) a

3.25" 30.31 (769.9) 5.00 (127.0) 37.14 (943.4) 40.00 (1,016.0) 2" slip on

4" 31.37 (796.8) 5.83 (148.1) 39.57 (1,005.1) 42.37 (1,076.2) 2" slip on

5" 31.19 (792.2) 6.07 (154.2) 39.02 (991.1) 41.82 (1,062.2) 2" slip on

6" 30.75 (781.1) 5.94 (150.9) 38.07 (967.0) 40.88 (1,038.4) 2" slip on

8" 31.50 (800.1) 7.25 (184.2) 40.07 (1,017.8) 42.88 (1,089.0) 3" slip on

a	1.5" Class 1500 RF flange not supplied.
NOTE:	 1. Standard flywheel (not shown) 5-5V 21.2
	 2. Jacking screw provided for cylinder support (8" and 6" cylinders only).
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Cylinder Size A 
Nozzle CL

B 
Flange Height

C 
(Standard head)

C1 
(Adjustable head)

D 
Flange Size

2.75" 31.22 (793.0) 4.38 (111.3) — 41.75 (1,060.5) a

3.25" 30.31 (769.9) 5.00 (127.0) 37.14 (943.4) 40.00 (1,016.0) 2" slip on

4" 31.37 (796.8) 5.83 (148.1) 39.57 (1,005.1) 42.37 (1,076.2) 2" slip on

5" 31.19 (792.2) 6.07 (154.2) 39.02 (991.1) 41.82 (1,062.2) 2" slip on

6" 30.75 (781.1) 5.94 (150.9) 38.07 (967.0) 40.88 (1,038.4) 2" slip on

8" 31.50 (800.1) 7.25 (184.2) 40.07 (1,017.8) 42.88 (1,089.0) 3" slip on

a	1.5" Class 1500 RF flange not supplied.
NOTE:	 1. Standard flywheel (not shown) 5-5V 21.2
	 2. Jacking screw provided for cylinder support (8" and 6" cylinders only).

Inches (millimeters)

7.13
(181)

0.94
(24)

5.53
(140)

3.75
(95)

10.10
(257)

25.45
(646)

9.81
(249)

2.125 shaft
2.124

0.5" square keyway

Adjustable
head

Adjustable
head

10.06
(256)

10.06
(256)

1.25
(32)

A A

C (standard heads) C (standard heads)

C1 (adjustable heads) C1 (adjustable heads)

6.69
(170)

B

B

B

B

D

D

D

D

Appendix C—Outline Dimensions
THG601 Series—T-Style Double Cylinder
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