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  I N D U S T R I A L  C O M P R E S S O R  S Y S T E M 

TM

UL Cer t i f ied as Plant  Oi l  Extract ion 
Compressor under standard UL 
1861 “Out l ine of  Invest igat ion for 
Power-  Operated Chemical  Pumps”

Trusted Since 1924

MODEL SHOWN E91-103

VAPOR RECOVERY COMPRESSOR
FOR PLANT OIL EXTRACTION 
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S A F E T Y  F A C T O R S 
• Triple packing provides the safest and most reliable

gas containment for indoor or outdoor use.
• UL 1861 Full Compressor System Certified

OIL-FREE COMPRESSION
TRIPLE PACKED

Model E91-103 cutaway

DON'T GAMBLE

Good for 
Outdoor Use

Better for 
Outdoor Use

Single
Distance 

Piece

            triple-packed 
compressor provides 
the most reliable gas 
leakage protection 
for both indoor and 
outdoor use.

Packing

Packing

Packing
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E91 Compressor System
is fully UL Certified for use with 

plant oil extraction systems

Motor UL
Certified

only the
Motor UL
Certified

Conventional Compressors
may not be fully UL certified 

for plant oil extraction systems

including

E91TH
E

E91TH
E

 WITH CONVENTIONAL COMPRESSORS "TM

Trusted Since 1924
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Single Packing

Double Packing
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E91
The Corken E91 is the f irst  UL certified † reciprocating gas 
compressor system engineered to define the rigorous 
safety and performance standards of indoor use within 
the plant oil extraction industry.

 THE COMPRESSOR YOU CAN TRUST 

OIL-FREE GAS 
COMPRESSION

No oil contamination risk 
in the process gas stream

Q U I E T 
O P E R A T I O N
Ideal for indoor use

(~85 dba at 3 ft. range)

FOOD GRADE 
MATERIAL USED

Viton®, PTFE, and nickel 
coated components

A D J U S T A B L E 
P A C K I N G  S C R E W

Extends useful life of the 
packings to minimize 

downtime

R E G U L A T O R Y 
A P P R O V E D

Setting the industry safety 
standard for the plant oil 

extraction industry

FASTER VAPOR 
RECOVERY††

Reduces cycle times for 
additional product yield 

S E L F -
L U B R I C A T I N G

Triple PTFE seals provide leak 
protection and extended life.

S E L F
C O N T A I N E D

No air compressor or 
pneumatic driver required.

†     UL Certified on January 14, 2021 and remaining exclusively certified as of March 31, 2021 
† †  Compared to conventional industrial compressors

Optional purge kit is also available per 07-01-06 U.S. Environmental 
Protection Agency Regulations 40 CFR CHSection 264.1053

TH
E TM

S A F E T Y 
S W I T C H E S

Power, pressure and 
temperature safety 

switches are available
(UL/CSA approved)

"

Trusted Since 1924



C O R K E N . C O M

9201 North I-35 Service Road, 
Oklahoma City, OK  73131 U.S.A.

Phone: (405) 946-5576
cocsalesdept@idexcorp.com

B O R E  O F  C Y L I N D E R  
I N C H E S  ( M M )

S T R O K E 
I N C H E S  ( M M )

P I S T O N  D I S P L A C E M E N T
C F M  ( M 3 / H R )

M A X  W O R K I N G  P R E S S .
P S I G  ( B A R  G )

M A X  B R A K E 
H O R S E P O W E R  ( K W )

M A X I M U M  R O D  L O A D 
L B  ( K G )

M A X I M U M  O U T L E T   T E M P
° F  ( ° C )

3 . 0  ( 7 6 . 2 )

2 . 5  ( 6 3 . 5 )

M I N I M U M  @  4 0 0  R P M  4 . 1  ( 7 . 0 )
M A X I M U M  @  8 2 5  R P M  8 . 4  ( 1 4 . 3 )

3 3 5  ( 2 3 . 1 )

7 . 5  ( 5 . 6 )

3 , 6 0 0  ( 1 6 3 2 . 9 )

3 5 0  ( 1 7 7 )

C O M P R E S S O R  S P E E D
R P M

V A P O R  T E M P E R A T U R E
° F  ( ° C )

F I N A L  E V A C .  P R E S S U R E
P S I G   ( B A R  G )

A V G .  R E C O V E R Y  R A T E
L B / H R *

7 0 0

7 0  ( 2 1 . 1 )

0  ( 0 )

B U T A N E :  9 3
P R O P A N E :  2 4 0

* S U C T I O N  P R E S S U R E  C H A N G E S  T H R O U G H O U T  T H E
P R O C E S S .   T H E  A V E R A G E  I S  C A L C U L A T E D  B E T W E E N
S T A R T I N G  A N D  F I N A L  S U C T I O N  P R E S S U R E .

T H I S  T A B L E  I S  F O R  I L L U S T R A T I V E  P U R P O S E S  O N LY . 
P L E A S E  C O N T A C T  C O R K E N  F O R  C O R R E C T  S I Z I N G 
F O R  Y O U R  A P P L I C A T I O N .

UL LOOKUP  
Scan the QR code 
with your smart 
phone camera to go 
directly to the UL 
certification.

     THE FIRST UL-CERTIFIED
COMPRESSOR FOR THE PLANT 

OIL EXTRACTION INDUSTRY

E91TH
E TM

I I  2G Ex h I IB TX Gb
ACK#:13717-2018-CE-USA-PRE X
Machinery Directive 2006/42/ECTrusted Since 1924

ISO 9001:2015 Quality Management System Cert.: 10000403068-MSC-ANAB-USA by DNV
ISO 14001:2015 Environmental Management System Cert.: 1000040363-MSC-ANAB-USA by DNV 

†     UL Certified on January 14, 2021 and remaining exclusively certified as of March 31, 2021 

 OPERATING SPECIFICATIONS     PERFORMANCE DATA 




